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UK Declaration of Conformity for BOA-H/HE, NORI 40, NORI 160, NORI 320, NORI 500,
ZJSVA/ZXSVA, RGS

Herewith we, KSB SE & Co. KGaA
Bahnhofplatz 1
91257 Pegnitz

Registered office: Frankenthal (Pfalz)
Germany

declare that the product:

Globe valves

BOA-H/HE PN 25/40 DN 10 - 350

NORI 40 PN 25/40 DN 10 - 400

NORI 160 PN 63 - 160 DN 10 - 200

NORI 320 (ZXLF/ZXSF) PN 250/320 DN 65 - 200

NORI 320 (ZXSV) PN 250/320 DN 10 - 50

NORI 500 (ZXSV) PN 250 - 500 DN 10 - 65

NORI 500 (ZXLR/ZXSR) PN 250 - 500 DN 10 - 50

Start and stop control valves

ZJSVA/ZXSVA/ZYSVA/ZYSVA-FSS Pmax. = 600 bar DN 65/60 - 250/125

Lift check valves / strainers

NORI 40 PN 25/40 DN 10 - 300

NORI 160 PN 63 - 160 DN 10 - 200

NORI 320 (RXL/RXS) PN 250/320 DN 65 - 200

NORI 500 (RXLR/RXSR) PN 250 - 500 DN 10 - 50

RGS/RGS-FSS PN 250 - 500 DN 10 - 50

satisfy the safety requirements of the Pressure Equipment (Safety) Regulations 2016.

Codes applied:

AD 2000 code, EN 12516, EN 19, EN 12266, EN 1092

Suitable for:

Fluids in Groups 1 and 2

Conformity assessment procedure:

Module H

Name and address of the UK-approved body:

TÜV SÜD BABT Unlimited
Octagon House
Concorde Way, Segensworth North
Fareham, Hampshire 
PO15 5RL (United Kingdom)

Identification number of the UK-approved body:

0168

Valves ≤ DN 25 comply with the Pressure Equipment (Safety) Regulations 2016, PART 1, para. 8. They must bear
neither the UKCA marking nor the identification number of the UK-approved body.
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The UK Declaration of Conformity was issued in/on:

Frankenthal, 8 February 2022

Rainer Michalik Marco Kroth

Head of Integrated Management Systems Head of BU GGC Product Development Pegnitz
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