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1 Supplementary Operating Manual

1.1 General
This supplementary operating manual accompanies the installation/operating
manual. All information contained in the installation/operating manual must be
observed.

Table 1: Relevant operating manuals

Type series Reference number of the installation/operating manual

Amarex KRT 50 Hz:

2553.86

2553.8048

2553.8050

60 Hz:

2553.861

2553.8049

2553.8051

1.2 Technical data

Table 2: Technical data

Feature Value

Installation depth [m] > 5

Guide wire diameter [mm] 10
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1.3 Installing the wire spacers
Wire spacers and hose clips are supplied separately. The assembly of installation parts
requires the wire spacers to be installed horizontally between the guide wires.

1.3.1 Installing the wire spacers after guide wire installation

Z

Z

59-24

733

45-4

a b

Fig. 1: Installing the wire spacers after guide wire installation

Table 3: Dimensions a, b [mm]

a b

≤ 25 ≤ 15

1. Fit wire spacers 45-4 such that they are evenly spaced at 2.5 to 2.9 metre
intervals along the entire length of guide wire 59-24.

2. Align the wire spacers horizontally and fasten them on the guide wire using
four hose clips 733.

3. Bend down the protruding end of the hose clip with a suitable tool, observing
dimension b.
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1.3.2 Installing the wire spacers before guide wire installation

If, for site-specific reasons, the wire spacers cannot be fitted after the guide wire has
been installed, they can also be fitted before the guide wire is installed.

 Wire rope clips 81-51 (to DIN 1142) are not included in KSB's scope of supply.

Y

81-51

Y

Z

59-24

733

45-4

a b

Fig. 2: Installing the wire spacers before guide wire installation

Table 4: Dimensions a, b [mm]

a b

≤ 25 ≤ 15

1. Roll out guide wire 59-24 outside the pump sump and cut it in half.

2. Align guide wires 59-24 in parallel and fit the first wire spacer 45-4 between the
guide wires at a distance of approx. 2.5 m to 3 m from the end.

3. Align the wire spacers horizontally and fasten them on the guide wire using
four hose clips 733.

4. Bend down the protruding end of the hose clip with a suitable tool, observing
dimension b.

5. Fit the remaining wire spacers 45-4 such that they are evenly spaced and aligned
in parallel at 2.5 to 2.9 metre intervals along the entire length of guide wire
59-24.

6. Align the wire spacers horizontally and fasten them on the guide wire using
four hose clips 733.

7. Bend down the protruding end of the hose clip with a suitable tool, observing
dimension b.

8. Guide the pre-assembly into the pump sump and assemble the upper guide wire
end with the suspension bracket as described in the installation/operating
manual (refer to Section "Fitting the guide wire arrangement"). Make sure that
wire spacers 45-4 are aligned horizontally.

9. Run the lower ends of guide wire 59-24 through the drilled holes in the flanged
bend and join using four wire rope clips 81-51 (to DIN 1142).

10. Pull guide wire 59-24 taut in accordance with the installation/operating manual.
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