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                                                                  ECOLINE-RA16 
 

ECOLINE-RA16 

 

 

Non return valves with metal seat, asbestos free PN 16     
 

ECOLINE - RA 16 

     

                                                                                                    
 
 

Applications 

 
- Hot  and/or overheated water 
- Low pressure steam 
- Heating systems 
- Equipment of pressurised boilers and tanks 

 

Operating limits 

 
Temperature                                          from -10°C to +300°C  
Maximum allowable pressure             16 bar  
 

 

Design 

 
- Straight way pattern check valves with metal seal, asbestos free 
- Face-to-face dimensions compliant with EN 558-1 series 1 
- Drilled flanged and sized compliant with EN 1092-2 PN 16 
- Suitable for vertical and horizontal installation 
- Painted with blue water based paint RAL 5002, 70 micron thickness 
- The valves meet the safety requirements of Annex 1 of Pressure 

Equipment Directive 2014/68/EU (PED) for Groups 1 and 2 fluids. 
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Materials 

Name  Material  Mat. No. 
Compliant with 
EN/DIN standards 

Body 
EN-GJL-250 Stainless steel 

AISI 1040 

Cover 
EN-GJL-250 Stainless steel 

AISI 1040 

Spring  X 17 CrNi 16-2 
 

Shaft X 20 Cr 13 1.4021 

Body housing X 12 Cr 13 
 

Plug  X 20 Cr 13 1.4021 
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Dimensions 

 
 
 
 

 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 

DN L D d K do x n h H Weight  

15 130 95 45 65 14 x 4 4 56 2.1 

20 150 105 58 75 14 x 4 4 56 2.7 

25 160 115 68 85 14 x 4 4 67 3.8 

32 180 140 78 100 18 x 4 4 76 5.5 

40 200 150 88 110 18 x 4 4 89 7.4 

50 230 165 102 125 18 x 4 4 96 9.5 

65 290 185 122 145 18 x 4 4 104 15 

80 310 200 138 160 18 x 8 8 124 20 

100 350 220 158 180 18 x 8 8 161 29 

125 400 250 188 210 18 x 8 8 174 41 

150 480 285 212 240 22 x 8 8 197 66 

200 600 340 268 295 22 x 12 12 248 111 


