
1

  

Specification sheet for RFQ 
 

Customer information: 
Company:         

Field of application:        

Date:           (dd.mm.yyyy) 

 

Technical information: 
 

Nominal size (pipe/globe valve):   DN       

Nominal pressure:     PN       

 

Upstream pressure:     p1        [bar(a)] 

Downstream pressure:    p2        [bar(a)] 

Volume flow rate:     Q        [m³/h] 

Fluid handled:            

Fluid temperature:     T        [°C] 

Valve characteristic:   Linear   Equal-percentage  

Actuator function:    3-point  Continuous-action  

Supply voltage:    24V     230V  

Actuation time (open-close):   t        [s] 

Position setpoint:              

Actual-position feedback value:          

Differential pressure for actuator selection         [bar] 

Leakage class:     IV    VI  

Rangeability required: 

Variant / Accessories:           

 

 

 

For further information required for completing this specification sheet please refer to 

the relevant type series booklet. 
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	Firma: 
	Einsatzgebiet: 
	Datum: 
	DN: 
	PN: 
	p1: 
	p2: 
	Q: 
	Medium: 
	T: 
	IV: Off
	VI: Off
	Ventilkennlinie linear: Off
	Ventilkennlinie gleichprozentig: Off
	Continuous-action: Off
	3-point: Off
	24: Off
	230: Off
	Differenzsdruck: 
	Position sheet: 
	Actual-position: 
	different pressure: 
	variant: 


